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(SEE DETAIL ON PLATE 3)
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FINISHED

GRADE

MINIMUM LENGTH OF STRAIGHT CURB STONES = 3’

MAXIMUM LENGTH OF STRAIGHT CURB STONES = 10’

MAXIMUM LENGTH OF STRAIGHT CURB STONES

FINISHED

GRADE

BACKFILL MATERIAL

AS SHOWN ON PLANS

NOTE: USE FOR 2’ TO 15’ RADIUS - SEE CHART ON

PLATE 4.

LAID ON CURVES - SEE CHART

NORMALLY 7" REVEAL, VARIES 9" MAX. TO 2" AT

DRIVEWAYS AND 0" AT PEDESTRIAN SIDEWALK RAMPS.

ADJOINING STONES SHALL HAVE THE SAME

OR APPROXIMATELY THE SAME LENGTH.

ADJOINING STONES SHALL HAVE THE SAME

OR APPROXIMATELY THE SAME LENGTH.

ITEM 609.0X - (STRAIGHT

OR CURVED) GRANITE CURB

9" ¨ 1/2 " FOR 4" REVEAL

12" ¨ 1/2 " FOR REVEALS � 4"

R’ = 11 5/8 " FOR 1.5’ R

ITEM 609.2X - (STRAIGHT OR

CURVED) GRANITE SLOPE CURB

BACKFILL MATERIAL

AS SHOWN ON PLANS
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